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Preface

Floodlight™ MS 2MWT can help you measure your gait and dynamic balance over time.

Intended Use

The Floodlight™ MS 2MWT is intended to provide an objective measurement of gait in patients
18 years of age and older with multiple sclerosis. The Floodlight™ MS 2MWT is used by
patients in their home environment, and the results are reviewable by the patient and exported
to a qualified healthcare professional (HCP) for review. The patient is not intended to take
action on the device output without consultation of a qualified HCP.

The Floodlight™ MS 2MWT only provides objective measurements of gait and does not
provide an interpretation or a clinical implication of the measurements. The Floodlight™ MS
2MWT should only be used as an adjunctive tool for measuring gait and is not intended to be
used as a stand-alone diagnostic device nor to identify the presence or absence of clinical
diagnoses.
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Supported Platforms

The following table displays the supported platforms for Floodlight™ MS 2MWT.

Platforms Version

Floodlight™ MS SDK: iOS 1.2
Floodlight™ MS SDK Android 1.2
L Floodlight™ MS SDK Backend 1.2 )
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Unsupported Phones

The Floodlight™ MS 2MWT is not supported on the following phones:

Brand Model Name

Alcatel 7

Alcatel Tetra

Alcatel ZIPLTE
Huawei P20 Lite
Huawei P Smart (2018)
Huawei Mate 10 Lite
Huawei Y6 (2018)
Huawei P10

LG Electronics Aristo 2

LG Electronics K20 Plus

LG Electronics Risio 3

LG Electronics Tribute Dynasty
LG Electronics Rebel 4

LG Electronics Stylo 3 Plus
Motorola Moto E5 Play
Motorola Moto E4
Samsung Galaxy J6
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Known Limitations and Workarounds

The following issues are identified as known issues with workarounds in the current release of
Floodlight™ MS 2MWT.

Results for 2-Minute Walk and U Turn activities are not displayed immediately
and the Floodlight™ MS does not provide any information

The result file for the 2-Minute Walk and U Turn activities is larger than the other activities.
Therefore, it takes a while for the Floodlight™ MS to process the results and display them. In
addition, Floodlight™ MS does not display any message to the user indicating that the results
are being processed. In this case, to view the results for these two activities wait a few minutes
and then use the Your History screen to view the results.
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